teso pro gobo

teso series

the teso pro range takes commercial and retail applications to the
next level the clean lines of a track-recessed driver provides a
clean minimalist look.

high CRI'and a tight colour consistency provides a high quality
lighting result to compliment any architectural project.

the teso pro gobo features an adjustable beam angle with
additional framing arm to suit galleries and museums. 32mm
gobos can be fixed internally.

specifications

system wattage: 14W, 25\W/
luminaire output: 450lm or 793lm L %*L '—['
CCT: 2700K, 3000K, 4000K )
optics: 14\W: 20°~35° (narrow) or 25°~45" (medium)
25W: 15°~25" (narrow) or 20°~36° (medium)
CRI: 90
Ro: 50
Macadam: 3 SDCM
control: non-dim, DALI, Casambi
track: 3 circuit
finish: white, black
housing: die-cast aluminium THL "
diffuser: PC lens
enclosure protection: IP20
lifetime: 50,000hrs
warranty: 5years

25W dimensions

product code

FT PG X X X X X T
product group wattage dimmable beam angle cct fixture mounting
group designation colour
FT  teso PG  pro gobo 14 14W Do non-dim N narrow 27  2700K B Dblack T track

25 25W DD DALI M medium 30 3000K W white
CS Casambi 40  4000K
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illuminance at a distance

25W | 15° _ Dist(m) Enadir(lx) Dh/Dv_B(m) S_B(sq.m) Eav_B(Ix)
1.0 16963.50 0.25/0.25 0.1 12357.79
2.0 4240.88 0.50/0.50 0.2 3089.45

3.0 1884.83 0.75/0.75 0.5 1373.09

4.0 1060.22 1.00/1.00 0.8 772.36
5.0 678.54 1.25/1.25 1.3 494,31
6.0 471.21  1.50/1.50 1.8 343.27

7.0 346.19 1.75/1.75 2.5 252.20
8.0 265.05  2.00/2.00 3.2 193.09
9.0 209.43  2.26/2.25 4.1 152.57

Dh 10.0 169.63 2.51/2.50 5.1 123.58

Dv Beam Angle(B): H14.3 V14.3 Field Angle(F): H16.4 V15.7

illuminance at a distance

25W | 25° Dist(m) Enadir(lx) Dh/Dv_B(m) S_B(sq.m) Eav_B(Ix)
1.0 5473.94 0.49/0.47 0.2  2686.28
2.0 1368.48 0.98/0.95 0.7 671.57
3.0 608.22 1.47/1.42 1.7  298.48
4.0 34212  1.96/1.90 3.0 167.89
5.0 218.96 2.45/2.37 4.7 107.45

6.0 152.05 2.94/2.84 6.7 74.62
7.0 111,71  3.43/3.32 9.1 54.82
8.0 85.53 3.92/3.79 11.9 41.97
9.0 67.58  4.42/4.27 15.1 33.16

Dh . 10.0 54,74  4.91/4.74 18.7 26.86

Dv Beam Angle(B): H27.6 V26.7 Field Angle(F): H28.7 V28.2
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