
NOVABLADE™ 4.0  

LL9P Ser ies LED Panels 

NovaBlade 4.0 Features at a Glance

• Range: 16 W up to 34 W

• Up to 143 lm/W

• UGR<19 using a micro prismatic diffuser (4000K)

• Colour Temperatures: 4000K

• Projected Lifetime L80B10: 85,000 hours

• HiColour CRI > 90

• Beam angle 120º

• Non-dim as standard. Dimable options available.

• COI Compliant <3.3 at 4000K

• Powder coat white frame

• IP40 Protection rating

• Thin and lightweight

• Flicker Free

• 1.2m Flex and Plug fitted

• THD <8%

• Contains recycled aluminium#

• Seven Year Warranty*

Dimming and Control

NovaBlade 4.0 products are non-dimmable as standard. DALI, Push-dim, 

1-10V and Casambi dimming optional.

Better control your powered environment and minimise energy costs

using advanced wireless control systems, contact your Verbatim 

representative for further information and design assistance.

Ripple Frequency Interference

NovaBlade 4.0 products are immune to ripple frequency interference.

Unrivaled Efficiency

NovaBlade 4.0 products utilise the latest developments in LED and offer

among the highest energy to light conversions currently available - up to

143 lm/W.

Environment and Safety

NovaBlade 4.0 has been made environmentally friendly with no glass to 

break, no dangerous chemicals, and no risk from exposed voltages.

Accessories

Plaster recess, semi-recess and surface mount kits are available upon  

request. Other accessories available include wire suspension kits  

and seismic restraint fixings.

Specifications subject to change without notice.

*Seven year warranty is based on maximum usage of 

35,000hrs. See warranty document for more details.
#Recycled content may vary by product.

Part Number A B

LL9P463 595mm 295mm

LL9P466 595mm 595mm

LL9P4123 1195mm 295mm

1-10V

FLICKER

FREECOI
APPROVED

4000K

120° DALI

D A L I

IP40 CRI>90

Lighting output ratio 100.0

Service upward 0.00

Service downward 100.0

Beam Spread

120.0V x 120.0H

UNIT: cd

 C 0/180, 120.0deg

 C 30/210, 120.0deg

 C 60/240, 120.0deg

 C 90/270, 120.0deg

CUSTOMER SERVICE

+61 (03) 9790 8999
Lighting@verbatim.com.au 

verbatimlighting.com.au
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NOVABLADE™ 4.0  

LL9P Ser ies LED Panels 

Model Numbers LL9P4123UNL LL9P4123UNM LL9P4123UNH LL9P466UNL LL9P466UNM LL9P466UNH

Power 16W 25W 34W 16W 25W 34W

Lumens 4000K 2257lm 3466lm 4672lm 2335lm 3590lm 4840lm

Dimensions (mm) 1195x295 1195x295 1195x295 595x595 595x595 595x595

Product Group Group Designation Panel Size Colour Temperature Power Dimming

LED Panel LL9 NovaBlade Generation 4 P4 595x295mm 63 3000K UW Low Output L Non-dim ND

595x595mm 66 4000K UN Mid Output M DALI / Push DD

1195x295mm 123 High Output H CASAMBI CS

Technical Parameters

Key Family Details

Installation Suitable for metric T-Bar ceiling grids. Surface, Recessed and Semi Recessed kits are optional

Dimming Non-dim, 1-10v, DALI + DALI-compatible Push Dim, or Casambi

Colour White

Body Aluminium

Protection rating IP40

Power connection Flex and plug

Operating Range Ta -20ºC to +50ºC

Storage Temperature -30ºC to +65ºC

Humidity (non-condensing) 0-95%

Input Voltage 220 - 240Vac

Power Factor 0.90 - 0.99

Efficacy up to 143 lm/W

CRI >90

SDCM < 3

Beam Angle 120º

EMC AS/NZS CISPR15 (C-Tick)

Electrical Safety AS/NZS 60598.2.1, AS/NZS 4417 (RCM)

COI <3.3 to AS/NZS 60598.2.25

CUSTOMER SERVICE

+61 (03) 9790 8999
Lighting@verbatim.com.au 

verbatimlighting.com.au

PRODUCT OVERVIEW

SPECIFICATIONS


